BrightSign*

BRIGHTAUTHOR RELEASE NOTES

Version 3.4.0.17

BrightSign, LLC. 16795 Lark Ave., Suite 200 Los Gatos, CA 95032 | 408-852-9263 | www.brightsign.biz




Version 3.4.0.17

e PC with Windows Vista or Windows 7, plus Microsoft .Net Framework 4.0 or later
e BrightSign HD120, HD220, HD1020, or AU320

Minimum Firmware Required: 4.2.36
e BrightSign HD110, HD210, HD210W, HD410W, HD1010, HD1010W, or TD1012

Minimum Firmware Required: 3.10.12

Before you start using BrightAuthor 3.4, please download the User Guide and visit the Tutorial Videos page. If

you have any questions, please contact us at support@brightsign.biz.

New Features
o« Media end events for RTSP and MJPEG video states.
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Bug Fixes
o Fixed: BrightAuthor no longer fails to publish AU320 presentations if the maximum volume level has
been changed in Presentation Properties window.
o Fixed: Using USB storage to set up a player for BrightSign Network no longer causes subsequent
system updates to fail.
o Fixed: Serial port configuration data is now read into the presentation correctly when an existing

presentation is opened.

Improvements

e The script now handles errors correctly when launching playback of RTSP streams.



